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NORSOK Coating System 6
Pre-qualifi cation not required

Please consult your International® protective coatings representative for further advice on other coatings options.

Un-insulated stainless steel and aluminium protection <120°C

SURFACE PREP COATING SYSTEM DFT μm 

Sweep blast Intergard® 269 40 

Intergard® 475HS 125 

Interthane® 990 60 

Total 225 

Sweep blast Intergard® 269 40 

Intershield® 300 125 

Interfi ne® 878 60 

Total 225 

Insulated stainless steel protection <120°C

SURFACE PREP COATING SYSTEM DFT μm 

Sweep blast Intertherm® 228 100

Intertherm® 228 100

Total 200

Stainless steel protection >120°C

SURFACE PREP COATING SYSTEM DFT μm 

Sweep blast Intertherm® 228 125

Intertherm® 228 125

Total 250

Galvanized steel protection <120°C

SURFACE PREP COATING SYSTEM DFT μm 

Clean with alkaline 

detergent followed by 

hosing with fresh water

Intergard® 269 40 

Intergard® 475HS 125 

Interthane® 990 60 

Total 225

Clean with alkaline 

detergent followed by 

hosing with fresh water

Intergard® 269 40

Intershield® 300 125

Interfi ne® 878 60

Total 225
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