You will need 3 files (2 of those are programs and 1 is firmware bin file)
1) FCDHID2.002.exe program (that sets FCD Pro into bootloader mode when one can reflash firmware)
http://www.funcubedongle.com/MyImages/FCHid2.002.zip
2) FCHIDBL2.001.exe
3) Firmware file is FCD2.20.03.48.pro.bin
Current firmware (12/03/2018) http://www.funcubedongle.com/MyImages/FCD2.20.03.pro.bin

More information here (lots of guidelines, links to firmware and programs)
http://www.funcubedongle.com/?page_id=1225
http://www.funcubedongle.com/?page_id=313
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Select the appropriate firmware binary image file and press “Open’”
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Now press the “Write firmware” button. If you're running the Aero interface, i’s possible you'll see.
the Bootlader application “Not Responding this warning should disappear after 20 seconds or so.
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‘Once completed, after 20 to 25 seconds, the Bootloader program should show “Firmware verified”.
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Once completed, after 20 o 25 seconds, the Bootloader program should show “Firmware verified”.
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Exit the Booloader program, then remove the FCD+ for a few seconds and then re-insert it

“The FCHID2 program should now show the updated firmware version in the text box.
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Finally...
You are welcome to switch back to other firmware versions, however make sure that the correct

firmware edition is used: for example, firmware for the original FCD will not work on the FCD. If
there is 3 problem with the update process, as with the original FCD, the FCD+ fals over to the
bootloader mode for safety to avoid “bricking” the FCD+.
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Updating the FUNcube Dongle+ Firmware

Introduction
‘The FUNcube Dongle+ (FCD-+) firmware may be updated by the end user under Windows. This s
‘accomplished by first switching the FCD:+ into Bootloader Mode using the familiar FCHID2
application. Once in Bootloader Mode, the firmware may be updated with a special Bootloader
application on the host computer.

Firmware update steps
Firstly, itisimportant to remove allother FUNcube Dongles (bath the original FCD and FCD#) from
‘your host computer, and to quit any applications that might ty to access the FCD/FCD+.

Insert the FCD+ that you're updating.

Start the FCDHID2.002.exe program.
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Press the “Switch to bootloader” button. I this i the first time you've used the FCD# in bootioader
‘mode on the host computer (or t's in anew US8 port) it may take a minute or 5o to configure the
‘operating system to recognise the bootloader mode.

You willsee that the FCHID2.002.exe program says s the FCD correctly installed?”. Thisis simply
indicating that the FCD# is not recognised by the FCHID2 program as it’s now in bootloader mode.
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Now start the FCHIDBL2.001.exe program.
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Press the Open file button





