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root@MP2-23: /1 asterisk -vuwuurddddd
psterisk 1.8.10.1, Copyright (C> 1999 — 2812 Digiun, Inc. and others.

reated hy Mark Spencer <marksterBdigiun.con>

fisterisk comes with ABSOLUTELY NO WARRANTY: type ’core show warranty’ for detaill

his is free softuare. with components licensed under the GNU General Public
JLicense version 2 and other licenses; you are welcome to redistribute it under
ertain conditions. Type ’core show license’ for details.

Farsing ' /ote/asterish/asterisk.conf s Parsing /ece/astorisk/astorisk.cont
fsceding global EID *a8:40:41:13:7F:a7’ from ’ethd@’ using ’siocgifhuaddr
onnected to Asterisk 1.8.18.1 currently running on MP2-23 (pid - 1952>

> doing dnsngr_lookup for ’sip.sonaktelecon.con
> doing dnsngr_lookup for ’sip.sonaktelecon com
Remote UNIX connection disconnected
Renmote UNIX connection
> doing dnsngr_lookup for ’sip.sonaktelecon.con
> doing dnsngr_lookup for ’sip_sonaktelecon.com
Starting sinple switch on *DAHDI/1-1”
Hanging up on ’DAHDI/1-1"
Hungup * DAHDI /11"
Starting sinple Switch on ’DAHDI/1-1”
3 doing dnsmgr_lookup for ’sip.sonaktelecon.con’
> doing dnsmgr_lookup for ’sip.conaktelecom.con’
— Exeouting THI77361721446inconing looali1] DialC*DAHDIA 1", V1P 17736172
405 ipaccount, 126, 175" in new stack
[Nov 2 18:22:181 (07111 C[188291: app_dial.c:2218 dial_exec_full: Unable to creal
e channel of type ’SIP’ (cause 28 - Unknoun>
Everyone is busy/congested at this time (1:8/8/1>
Auto fallthrough, channel *DAHDI/1-1’ status is ’CHANUNAUATL
Hanging up on ’DAHDI/1-1
Hungup * DAHDI /11"
Starting simple switch on ’DAHDI/1-1’
Exccut ing (21@inconing—Tocalsi] DialC"DADI/L-L", "SIP/40800192.168.137.2
in new stacl
Using SIP RTP CoS mark 5
Called SIP/40808192.168.137.21
SIP/192.168.137.21-08000081 is ringing
SIP7192.168.137,21-080000B1 ancyered DAHDI/L1-1
Spaun exténsion (incoming-local, 21, 1> exited non-zero on *DAHDI/1-1’
Hanging up on ’DAHDI/1-1"
Hungup * DAHDI /11"
Starting sinple switch on *DAHDI/1-1’
Hanging up on ’DAHDI/1-1"
Hungup * DAHDI /11"
> doing dnsngr_lookup for ’sip.sonaktelecon.con
> doing dnsngr_lookup for ’sip.sonaktelecon.com
1P2-23*CLI> sip show registry
ost dnsngr Usernane Refresh State
Reg.Tine
o ip.sonaktelocon. con 5060 N 2482944183 105 Registered|
Sun, @2 Nou 2614 18:24:01
SIP registrations.
1P2-23=CLI >





